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ULTRA V /L
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ULTRA V /L

Constuction features

Flanged suction / delivery pump body

Motor bracket
grey cast iron

Schall, Pump shaft: AISI 304 choromo-nickel stell

Impeller and diffuser Noryl

Mechanical seal:
caramic-silicom up to 6 stage

graphite-silicom carbite from 7 stage

Intermediate shaft

guiding stage bush
ceramic-tungster carbide

Pump body gasket: EPDM

Motor

2 pole induction motor

1 ~230V-50Hz

with thermal protector up to P2=1.85kW

3 ~ 230/400V-50Hz

insulation class F

Protection degree IP 44

Limit of use

Maximun working pressure
 8 bar     6 impellers

14 bar > 6 impellers

Maximun liquid temperature + 5 + 35°C

Ambient temperature max 40°C
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ULTRA 7 V /L

ULTRA 7... V /L AMPERE

1 ~ 3~ P2 P1
1 ~ 3~

0 2.4 3.6 4.8 6 7.2 8.4 9.6 10.2

(kW)
0 40 60 80 100 120 140 160 170

230 V - 50 Hz 230 / 400 V - 50 Hz (HP) (kW) 1 ~ 3~ 1X230V 3X400V
50Hz 50Hz

U 7...180/4 U 7...180/4 T 1.8 1.3 1.83 1.71 8.3 3.2 49.5 47.4 45.3 42.5 39.2 34.8 29.4 22.6 16.9

U 7...-250/5 U 7...-250/5 T 2.5 1.85 2.39 2.15 10.9 4.2 62.6 60.6 58.2 55.1 51.1 45.8 39 29.8 21.5

U 7...-300/6 U 7...-300/6 T 3 2.2 2.68 2.63 12.2 5 74.8 71.5 68.2 64.5 59.3 53 44.6 34.5 26.7

- U 7...-350/7 T 3.5 2.57 - 3.04 - 5.5 87.2 83.3 79.3 74.6 68.9 61.9 52.5 41 32.2

- U 7...-400/8 T 4 3 - 3.6 - 6.8 99.5 96.1 92.6 87.9 81.9 74.6 64.4 51 43

- U 7...-450/9 T 4.5 3.31 - 4.09 - 7 113.2 109.7 105.4 100.1 93.5 84.8 73.6 59.6 49

- U 7...-450/10 T 5.5 4 - 4.6 - 8.3 127 123.8 119.6 114.1 106.6 97.6 86 70.3 61
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serie
ULTRA SV /V

ULTRA SV /V
DIMENSION (mm) DNA DNM

A C D1 D2 E1 E2 F G H1 H2 SV V K K

U 5...-120/4 135 389 204 162 178.5 125 229 231 40 178 19.5 18.4

1”1/4 G

75

1”1/4 G

75

U 5...-150/5 135 443 204 162 178.5 125 229 220 40 202 22.1 20.7

U 5...-180/6 135 467 204 162 178.5 125 229 220 40 226 23.3 21.6

U 5...-200/7 135 491 204 162 178.5 125 229 220 40 250 25.4 23.4

U 5...-250/8 135 515 204 162 178.5 125 229 220 40 274 26.2 24.0

U 5...-280/9 135
M 584

204 162 178.5 125 229
M 228

40
298 28.8 26.3

T 539 T 220

U 5...-300/10 135
M 608

240 162 178.5 125 229
M 228

40
322 29.5 26.7

T 563 T 220

U 5...-350/11 135 632 204 162 178.5 125 229 228 40 346 32.8 29.7

U 7...-180/4 135 419 204 162 178.5 125 229 220 40 178 22.1 21.0

1”1/4 G

75

1”1/4 G

75

U 7...-250/5 135 443 204 162 178.5 125 229 220 40 202 24.5 23.0

U 7...-300/6 135
M 512

204 162 178.5 125 229
M 228

40
226 27.3 25.5

T 567 T 220

U 7...-350/7 135 530 204 162 178.5 125 229 228 40 250 28.0 25.9

U 7...-450/9 135 560 204 162 178.5 125 229 228 40 274 31.2 28.8

U 7...-450/9 135 617 204 162 178.5 125 229 243 40 301 36.0 33.3

U 7...-550/10 135 641 204 162 178.5 125 229 243 40 325 39.4 36.3

U 9...-200/4 135 443 204 162 178.5 125 229 220 40 202 23.9 22.6

1”1/2 G

75

1”1/4 G

75

U 9...-250/5 135 473 204 162 178.5 125 229 220 40 232 24.8 23.2

U 9...-300/6 135
M 548

204 162 178.5 125 229
M 228

40
262 25.9

T 503 T 220 27.9

U 9...-400/7 135 578 204 162 178.5 125 229 228 40 292 31.2 28.8

U 9...-450/8 135 641 204 162 178.5 125 229 243 40 325 35.9 33.2

U 9...-500/9 135 671 204 162 178.5 125 229 243 40 355 36.7 33.7

U 9...-550/10 135 701 204 162 178.5 125 229 243 40 385 40.0 36.7

U 18...-250/3 135 451 204 162 178.5 125 229 220 40 211 28.6 27.2

2” G

100

1”1/2 G

75

U 18...-400/4 135 534 204 162 178.5 125 229 228 40 248 31.1 29.2

U 18...-450/5 135 605 204 162 178.5 125 229 243 40 289 36.2 33.9

U 18...-550/6 135 642 204 162 178.5 125 229 243 40 326 40.0 37.1

U 18...-750/8 135 763 204 162 178.5 125 229 253 40 401 50.4 46.6

U 18...-900/9 135 801 204 162 178.5 178.5 125 229 253 40 439 51.0 46.6


